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1.0. PHYSICAL PROPERTIES

2.0.

3.0.

1.1. CARRIER RESIN :

- Type : Polyethylene
1.2. MASTERBATCH

- Melt index (g/10 min) : 11.5 (nominal) (190°C; 2.16 kg)
- Bulk density (g/l) : 525 (nominal)

- Pellets per gram : b (nominal)

- Additive (%) : 10 (nominal)

- Spec. Grauvity : 0.94

STORAGE and PACKAGING

It is recommended to use this masterbatch within a 9-month period.

Keep the material in cool and dry place. The opened bag must be well sealed.
The standard packing is 25 kgs polyethylene bag on shrink wrapped hard
wood pallet.

APPLICATION

PROTEC 78 has been developed for use in industrial films (shrink, overwrap,
heavy duty bags).

The letdown ratio depends on the film thickness, exposure time, type of resin,
pigments, presence of additives in the letdown resin and the geographic
location in which the film is exposed. Please see the general guidelines for use
in the table below. Global solar intensity is expressed in kLy.

The information and recommendations contained in this document are based upon data collected by Ampacet and believed to be correct. However, no
warranty of fitness for use or any other guarantees or warranty of any kind, express or implied, is made to the information contained herein, and Ampacet
assumes no responsibility for the results of the use of products and processes described herein®
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PROTEC 78

USE LEVELS - INDICATIONS FOR INDUSTRIAL LDPE FILMS

Solar Intensity I:q'g;gi:;" 6 months 12 months 18 months
120 0.7 1.1 1.75
100 0.85 1.4 2.1
80 1 1.75 2.5
70-80 kly 60 1.4 2.1 3
40 1.75 2.5 NR
20 2.5 NR NR
Solar Intensity -I(_:]'S:gﬁz)s 6 months 12 months 18 months
120 1 1.6 2.5
100 1.2 2 3
100-120 KLy o 1o 20 N
40 2.5 3.5 NR
20 3.5 NR NR
Solar Intensity -I(_r?]'g:giz)s 6 months 12 months 18 months
120 1.3 2 3.2
100 1.6 2.6 3.9
80 2 3.2 4.5
130-150 kLy 60 26 3.9 NR
40 3.2 NR NR
20 45 NR NR

NR : no recommendation
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